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GluingGluing recommendationsrecommendations
Material Material cancan be be gluedglued to to eithereither the the insideinside or or outsideoutside of of 
the Rings. the Rings. Place the Ring as far Place the Ring as far downdown the leg as the leg as 
possiblepossible . It must not . It must not restrictrestrict the the calfcalf musclemuscle ..

WedgesWedges maymay needneed to be to be cutcut intointo the the bootboot and/or leg of and/or leg of 
the the suitsuit to to accommodateaccommodate the Rings. (the Rings. (seesee picturepicture to the to the 
leftleft))

UseUse a a polyurethanepolyurethane basedbased glueglue with a with a hardenerhardener..

GlueGlue surfacessurfaces on the rings on the rings shouldshould be be roughedroughed with with 
sandpapersandpaper..

WeWe recommendrecommend that the installation of this that the installation of this productproduct is is 
mademade by your by your drydry suitsuit manufacturermanufacturer or or someonesomeone skilledskilled
in in suitsuit repairsrepairs..

#60479 #60479 BootBoot connectionconnection set set -- descriptiondescription
6047160471 FootFoot ring (Ridge)ring (Ridge) 2 2 pcspcs
6047260472 SuitSuit ring (ring (GrooveGroove)) 2 2 pcspcs
6047360473 ScrewScrew 12 12 pcspcs +2  +2  sparesspares
6047460474 NutNut 12 12 pcspcs + 2  + 2  sparesspares
6047560475 Allen keyAllen key 1 1 pcepce
8019580195 OO--ringring 2 2 pcspcs + 1 + 1 sparespare

Suit ring, GrooveSuit ring, GrooveFoot ring, RidgeFoot ring, Ridge Screw joint, BottomScrew joint, Bottom Screw joint, TopScrew joint, Top Donning Donning –– ChecklistChecklist
oo Check that the oCheck that the o--ring is clean and ring is clean and 

in good condition (no cracks or tears)in good condition (no cracks or tears)
oo Mate the Foot ring to the Suit  Mate the Foot ring to the Suit  

ring and keep the oring and keep the o--ring in placering in place
oo Tighten the screws and nuts to about Tighten the screws and nuts to about 

0.50.5--0.6 Nm (80.6 Nm (8--10 inch pounds)  10 inch pounds)  
DO NOT OVERTIGHTEN !DO NOT OVERTIGHTEN !

60479 60479 BootBoot ConnecionConnecion 070418 A4070418 A4


